


FASTENING THE SAFETY SEAT BUCKLE

Step1. Slot the two metal sections of the buckle connectors together.

Step2. Slotthe two buckle connectors into the slot in the top of the buckle until they
“click” into place.

Step3. Always check the harness is correctly locked by pulling the shoulder straps
upwards.

Torelease the harness, press the red button on the buckle downwards.

TIGHTENING THE HARNESS

Pull the shoulder straps upwards to remove the
slack from the lap sections of the harness then pull
the adjuster strap until the harness is fully tightened.

The harness should be adjusted as tightly as
possible without causing discomfort to your child.

Ensure that the lap strap portion of the harness is
located as low as possible towards the thighs-not
around the tummy.

A loose harness can be dangerous. Check the
harness adjustment and tighten each time the child
is placed in the seat.

SLACKENING THE HARNESS

The harness is slackened by pressing the lever
(under the seat cover) on the front of the seat.

Press down on the label marked“Press” as you grip
the two shoulder straps with your other hand. Pull
the shoulder straps towards you to loosen the
harness.

Take care when you adjust the shoulder straps that
you do not trap the harness adjuster straps as you
press the lever down.




FITTING THE CAR SEAT WITH THE 3-POINT LAP&DIAGONAL SEAT BELT
9-18kg

(approx. 9 months to 4 years)

Step1. Place the child safety seat on the vehicle’'s seat ensuring it is firmly pressed
against the car seat backrest.

Step2. Thread the car seat beltin through the seat belt route slot in the seat’s plastic
backrest furthest from the car’s seat belt buckle, and then out through the
other seat belt route slot and fasten it into the seat belt buckle.

Step3. Check the webbing of the seat belt has not become twisted or tangled and
that the lap belt goes under the armrest and the diagonal belt under headrest
belt guide then goes over the red belt guide on the side of the backrest.

Step4. Place your knee on the base of the safety seat and grip the top piece of
seatbelt webbing. Pull the webbing upwards to tighten the seat belt.

Stepb. Finish tightening the webbing by pulling the diagonal strap upwards until
there is no slack and the seat is held firmly in place. Now you can strap your
child into the seat.

Make sure the seat belt has not become twisted. Also check that the coveris
notimpeding the movement or fit of the seat belt webbing in any way.
To release your child seat follow the above instructions in reverse order.




ADJUST THE HEADREST HEIGHT

15-25 KG (<22 KG)

(approx. 3years to 11 years)

According to children’s different height, the headrest can be
adjusted up and down.

Step1. Put your left (or right) hand on the backrest.
Step2. Pull the red button with your another hand.
Step3. Make the headrest up and down as your need.
To make sure that the position fits for your child.

FITTING THE CAR SEAT USING THE BELT GUIDE

IMPORTANT: Before fitting the seat remove the shoulder straps, crotch strap
and lap strap.

Step1. Place the child safety seat on the vehicle’s seat ensuring it is firmly pressed
against the car seat backrest.

Step2. Place the child in the child safety seat.
Step3. Fasten the seat belt, making sure that both sections of the seat belt webbing go
over the armrest near the buckle, the diagonal belt go through the red belt

guide on the side of the headrest. Check thatthe webbing has not become
twisted and tighten the seat belt by pulling the diagonal strap upwards.

Make sure the seat belt has not become twisted. Also check that the coveris
not impeding the movement or fit of the seat belt webbing in any way.
Torelease your child, simply unfasten the seat belt in the normal way.




ADJUST THE HEADREST HEIGHT

25-36 KG(>22 KG)

(approx. 3years to 11 years)

According to children’s different height, the headrest can be
adjusted up and down.

Step1. Put your left (or right) hand on the backrest.
Step2. Pull the red button with your another hand.
Step3. Make the headrest up and down as your need.
To make sure that the position fits for your child.

FITTING THE CAR SEAT USING THE BELT GUIDE

IMPORTANT: Before fitting the seat remove the shoulder straps, crotch strap
and lap strap.

Step1. Place the child safety seat on the vehicle’s seat ensuring it is firmly pressed
against the car seat backrest.

Step2. Place the child in the child safety seat.

Step3. Fasten the seat belt, making sure that both sections of the seat belt webbing go
under the armrest near the buckle, the diagonal belt go through the red belt
guide on the side of the headrest. Checkthatthe webbing has not become
twisted and tighten the seat belt by pulling the diagonal strap upwards.

Make sure the seat belt has not become twisted. Also check that the coveris
not impeding the movement or fit of the seat belt webbing in any way.
To release your child, simply unfasten the seat belt in the normal way.




CARE AND MAINTENANCE

THESE INSTRUCTIONS ARE IMPORTANT. PLEASE READ CAREFULLY AND
RETAIN FOR FUTURE REFERENCE.

BACKREST COVER REMOVAL. First, release the elastic strap at the bottom
of the backrest cover, Slide the cover off. The covers can now be cleaned.

HEADREST, BOOSTER SEAT COVER REMOVAL.
Slide the cover off. The covers can now be cleaned.

THE COVER SHOULD BE HAND WASH. Use only a mild hand soap and
warm water. Do not use chemical cleaners and never attempt to bleach or dye
the webbing. Allow to dry naturally.

IMPORT NOTE:

The child restraint must not be used without the cover.

The seat cover should not be replaced without one recommended by the
manufacturer, because the cover constitutes an integral part of the restraint
performance.

Don't use any car seat again after impact or accident.

Please remove the car seat out of vehicle when itis not used and keep out
reach of child.

Please always fasten the car seat when it is inside the vehicle.

Please always read the manual before use it, and the manual is locate in the
back of car seat, under the cover bag.

NOTICE
1. This is a "Universal” child restraint; it is approved to ECE Regulation 44.04
for general use in vehicles and will fit most, but not all, vehicle seats.

2. Acorrectfitis likely if the vehicle manufacturer has declared in the vehicle
handbook that the vehicle is capable of accepting a "Universal” child restraint
for this group.

3. This child restraint has been declared Universal under more stringent
conditions than those applied to earlier designs which do not carry this notice.

4. If in doubt, consult either the child restraint manufacturer or the retailer.

Only suitable if the vehicle is fitted with
3-point static, 3-point retractor safety
belts, approved to UN/ECE Regulation
No. 16 or other equivalent standards.






